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GENERAL INFORMATION:

The applicant seeks approval for:

The replacement of the windows.

STAFF RECOMMENDATION:

The Historic Preservation Office recommends APPROVAL, with modifications, of
the proposed scope of work based on the following recommendations:

The Downtown Historic District Design Guidelines recommend the following:

Windows beyond repair should be replaced to maintain the appearance of
the original window.

Replacement windows should match the same size of the original.
Window glass should be clear.

Original window sills and lintels are important window elements. Each
should be maintained.

The Secretary of the Interior’s Standards for Rehabilitation recommend the following:

The historic character of a property will be retained and preserved. The
removal of distinctive materials or alteration of features that characterize a
property will be avoided.

Distinctive materials, features, finishes, and construction techniques that
characterize a property will be preserved.

Where the severity of deterioration requires replacement of a distinctive
feature, the new feature will match the old in design, color, texture, and,
where possible, materials.

The modifications are that the proposed windows be replaced with windows that more closely
resemble the original windows in terms of profiles, details, and finish.
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CUT SHEET




The 100 and 175 Aluminum windows are mainly a new construction window with standard szes. However, aither can be ordered axact size with or withouwt nail
fin for additional charge. The 100 single hung has a spral balance and is non filk. The 175 has a removabla, tilt bottom sash with block & tackle bakance system.

Call out Iz actual siza, . 2030 measures 24X36, suggestad rough opaning is %" over window siza.

meannes

m White, Bronze and Sandstone codors {mill finish available for series 100 only).

m Aluminum is tremendousdy strong and stable. i will not swell, shrink, split, crack or
check over the years. it is very durable and can't nust

m All 4 frame comers and mesting rail connections are sealed with Polyseamseal to keep
thi weather cut and reduce air infittration.

m Sash members are imterlocked fior additional strength at corners and locking rail.

m Two positive sash locks reduce air infittration (should remain locked when installing].

m Weatherstripping: Sash penmeter iz weatherstripped with wool pile andfor saft vinyl for
quiet, smooth oparation to resist weather penetration.

m 5/B" insulated glass with warm edpe glass spacer.

m Sloped sill for easy water run off. Comers sealed with Polyseamsesal.

m Quality certified in accordance with AAMA specifications.

Mote: All pcture windows, shapes znd one-frame glass kargar than 30 square fect will come with
Tempared Glass a8 shandard for ssfety reazons. All addfional changes for Tempened Glazs wil
aupmaticaly be appled.

Other Options
m Senies 125 Mill finish single glazed single hung {uses #100 frame).
m Glazing. - LoE EFD & a clear coafing perfect solar control fior all seasons:
- Lok E66 5 a clear coafing with highest levelds of solar comtrol.
- LoE E40 has a soft muted biuwe color to fight solar glare.
- Tempered, Obscure, Bronze or Grey glass.
m 58" Grilles, Colonial or Praine.
m Factory mulled or stacked units and field mull accessornies.
m Custom sizes available with or without fin
m Impact windows for coastal areas see Series Aluminurm 1100 and Vil $000.

Performance Data

Krestmark Aluminum 100 and 175 Series Windows

Grile Ootions

Prairie One Lite Colonial
100 Mon-titk
[ Grillz Between
Glass
—

175 Tt & Take Out

Glass Single Hung Picture Windiow Slider
Dual 5/8" DA Insulated | U-Factor SHGCVT | U-Factor SHGCVT | U-Factor SHGC VT
Clear air  no grilles &7 B8 T B 72 T6 63 .66 .69
Clear air  w grilles &7 61 .64 &1 .65 .68 69 .60 .62
E70 LoE air no grilles 52 33 .60 45 35 64 bh4 33 59
ET0 LoE air wigrilles 54 30 54 47 32 5B 56 .30 .53
E40 LoE air no grilles 5 24 N 46 25 A7 b5 23 3
E40 LoE air wigrilles 5 22 3 A7 23 23 B6 .21 .30
E66 LoE air no grilles &2 2% .56 A5 2% 59 54 25 M
E66 LoE air wigrilles 53 23 .50 46 .24 54 b5 23 49
* Sea Energy Parformanca Chart for Series 100 with Argon for better U-Factor
Chedk ool redciors bor cument engry codes.

Lok Glass

Krestmank Aluminum Windows are offered in seweral Lok glass oplions.

| Lok high performance glass allows light to filter in while keeping the sun's

inzide in the winker.

Froduct lings and Sl componarss, mrtfllgzl codes, nsialation ichnigues and third
constantly evolving. For e most cumant iformaion, check oo walksie fioquantly

harmful rays out. In addition, this special glazing saves enengy and reduces
utility costs by keeping the cool 2ir inside in the summer and the warm air

y cartificains am

Color Options

Bronze Sandstone

White

Erergy Star® Qualfications
Seres 100 and 175 aluminum windows exceed
Energy Star® requirements for the southem
Climzte Zone using certain Lok glass oplions,
under version 5.0 effective January 4, 2010,

S0y

r-‘ You may qualify for a Tax Credit when you
m\ raplace your existing windows with cartzin
m Krestmark Replacement windows. For more
mformation, go to www.anengystar.gov.

For information about measuring and installing new Krestmark windows, visit our wab stta at www krestmark com

3950 Bastlle Road, Suife 100 = Dallas, Texas 75212 = 214-237-5055 « www krestmark com

Krestmark indesives, LPOS2THT ALLMI 900




erment
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m X" main frame beveled ederior profile gives an outstanding, bold

Appearance
m Tilt-in sash for easy cleaning -
m Block & tackle balance system for long-lasting smookh, quiet operation '_‘_"
m 4" LoE E70 Environsealed Windows™ , emvironmentally friendy with -

warm adge spacer reduces thermal koss (additional chamge)
m Ventilation control for opening windows only 4"
m Metal reinforced center bar fior better structural performance and

weather tightniess One Lite Colonizl Prairie
m Multi-chambered dasign for structural infeqrity, superior thermal paror- i :

mance, maintenance-free, vinl frame and sash exrusions

Nota: Al pictura windows, shapes and one-ama glass largar than 30 square feet wil
coma with Temperad Glass 23 standard fior s=fiety ressonz. All addifioral chanes for

Tempered Glass will sutomaticsily be sppiad |

Dither Option ¢

piiiemt e o S i ) Simulgted  Grille Between  Contoured
m Argon enhanced glass improves enengy efficency Dévided Lite Glass Grille

m The Replacement 220 is available with an integral nail fin
m ¥4 insulated clear glass
m Lo E56 is a clear coating with highest levels of solar control;
Lok E40 15 2 soft muted biue color to reduce solar glare and heat gain o
m Tempered glass, rain glass, obscume glass 11
m Grille pafterns: 34" coloniad, prainie lite, 1* confoured, and 1 1/2°
simulated divided lites
m Factory mulls {combined wnits) with continuous head and sill
m Fiedd mull accessory for job site joining of units
m Accessonies: sill angle and head expander

'..-'n..‘l K=

White Pebbdestone Clay

Performnance De

Krestmark manuaciures viny '.-.Ilnl:I:r.aF t'aﬂ W‘Ih

Krestmark Vinyl 220 Replacement Window several glazing options, meet Energy Star guide-
lines in all regions.

Single Hung Picture Window
34" OA Insulated Glass U-Factor SHGC VT U-Factor SHGC VT
EF0 LoE air no grilles .33 .30 55 .32 3 58
ET0 LoE air w/grilles .33 27 .49 .32 .28 &2
EF0 LoE argon  no grilles .28 .29 &b .28 3 .58
EF0 LoE argon  wigrilles .28 .26 .44 .28 28 B2
E40 LoE air no grilles 33 21 3 .33 22 a3
E40 LoE air w/grilles 33 .18 .28 233 20 30
E40 LoE argon  no grilles 30 20 .32 .28 A 33
E40 LoE argon  wigrilles .30 .18 .28 .29 A9 30
EGE LoE air na grilles .33 22 b .32 23 b4
EBE LoE air w/grilles .33 20 A5 .32 ey A8
EB6E LoE argon  no grilles 28 22 B .28 23 b4
EG6 LoE argon  wigrilles. 28 20 . .28 2 A8

Check local jurisdichions for current energy codes.

. N The Krestmark Replacement 220 Window is offered in several LoE Gaaatl S0 S0

glass options. Lok high performance glass with argon gas allows ight o
in filter In while keeping e sun's hamiul rays out. In addision, this o R el

special glaning saves energy and reduces ulility costs by keeping the
. cool air inside in the summer and the warm air inside in the winker

Product thes and Sair componants, butding codes, hsilistion lechnigues and Sind pary cortiications e ke Eat ik
consimly guolving. For the most comant infrmaton, check our weltie Fequently f www krestmark.com informato " 0 10 WWW.ane -'ft'"wf

For information about maaswring and installing naw Krostmeark windows, vist cur web site at www krastmark.com
3250 Bastile Road, Suifa 100 » Dalas, Tewas 75212 e 214-237-5055 « waw krosimark com Woomrask s, L 82041 WH 2




